**SPECIFICATION**
The DSL Filter Board shall meet or exceed all applicable standards as UL recognized components. The board shall be of printed circuit board construction and the bracket of white, ABS plastic. It shall filter DSL from any telephone line (line 1, 2, 3, or 4), as a whole-house application. It shall feature a dedicated modem jack and be available as an expansion board, or as a stand-alone module on an ABS plastic bracket.

**FEATURES**
- Filters DSL from the telephone line before the line is distributed throughout the home, acting as a robust whole-house filter
- Quick-snap feature for easy expansion board installation

**DESIGN CONSIDERATIONS**
- Fits easily into any Leviton Structured Media enclosure
- Available as a stand-alone module on an ABS plastic bracket
- Dedicated jack for modem
- Designed to filter any telephone line (line 1, 2, 3, or 4) coming into the home

**STANDARDS COMPLIANCE**
- cULus listed

**PHYSICAL SPECIFICATIONS**
- Dimensions: See page two
- Materials: Bracket: ABS plastic, white
  DSL Filter Board: Printed circuit board

**COUNTRY OF ORIGIN**
USA

**WARRANTY INFORMATION**
For a copy of Leviton product warranties, visit www.leviton.com/warranty.
PART NUMBERS

<table>
<thead>
<tr>
<th>Description</th>
<th>Part No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>DSL Filter Board</td>
<td>47616-DSF</td>
</tr>
<tr>
<td>DSL Filter Module (with bracket)</td>
<td>47616-DSB</td>
</tr>
</tbody>
</table>